
FOR YOUR SAFETY

READ AND UNDERSTAND THE ENTIRE MANUAL BEFORE OPERATING

MACHINE

Save This Manual for Future Reference

Hydraulic Log Splitters
Operator’s Manual

MODEL NUMBER :

SERIAL NUMBER :

65672     65677     65682     65687     65692

Both model number and serial number may be found on the main label.
You should record both of them in a safe place for future use.



INTRODUCTION
Your new log splitter will more than satisfy
your expectations. It has been manufactured
under stringent quality standards to meet
superior performance criteria. You will find
your new unit easy and safe to operate, and
with proper care, it will give you many years
of dependable service.

Carefully read through this entire
operator’s manual before using
your new log splitter. Take
special care to heed the cautions
and warnings.

ENVIRONMENTALENVIRONMENTAL
Recycle unwanted materials instead
of disposing of them as waste. All
tools, hoses and packaging should
be resorted, taken to the local
recycling center and disposed of in
an environmentally safe way.

The rating plate on your machine may show
symbols. These represent important information
about the product or instructions on its use.

SYMBOLS

Read these instructions in full
before using the machine.

Keep your work space tidy!
Untidiness may result in accidents.

Do not remove or tamper with
any protection or safety devices.

Wear safety footwear

Wear safety gloves

Wear eye protection.
Wear hearing protection.

Do not smoke or have open
flames.

Keep bystanders away from the
working area.

Avoid injury from the movement
of the splitting blade.
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Do not remove jammed logs with
your hands.

Before starting any repair
maintenance or cleaning, always
disconnect the power.

Dispose of the used oil in an
environment-friendly way.

Caution! Thrown objects.

Always keep hands out of the
path of all moving parts.

Do not operate the log splitter while under
the influence of drugs, alcohol, or any
medication that could affect your ability to
use it properly.

Always operate your log splitter on dry,
solid, level ground. Never operate your log
splitter on slippery, wet, muddy, or icy
surfaces. Never operate the machine while
it is off the ground lifted by tractor 3-point
draft arms. The location you choose should
be free from any tall grass, brush, or other

Check your log splitter before turning it on.
Keep guards in place and in working order.
Form a habit of checking to see that keys
and adjusting wrenches are removed from
tool area before turning it on. Replace
damaged, missing or failed parts before
using it. Make sure all nuts, bolts, screws,
hydraulic fittings, hose clamps, etc. are
securely tightened. Always check the oil
level in the hydraulic oil tank. Never operate
your log splitter when it is in need of repair
or is in poor mechanical condition. Before
starting work, test the stopping devices to
keep them in safe working condition.

Do not wear loose clothing, gloves, neckties
or jewelry (rings, wrist watches). They can be
caught in moving parts. Protective electrically
non-conductive gloves, non-skid footwear
and hearing protection are recommended
when working. Wear protective hair covering
to contain long hair, preventing it from get
caught in machinery.

UNDERSTAND YOUR LOG SPLITTER

DRUGS, ALCOHOL AND MEDICATION

AVOID DANGEROUS CONDITIONS

INSPECT YOUR LOG SPLITTER

l

l

l

l

Read and understand the owner’s manual
and labels affixed to the log splitter. Learn
its application and limitations as well as the
specific potential hazards peculiar to it. Be
thoroughly familiar with the controls and
their proper operation. Know how to stop
the log splitter quickly by disengaging the
PTO and shutting down the tractor. l DRESS PROPERLY

Any log splitter may throw foreign objects
into the eyes. This can cause permanent
eye damage. Always wear safety goggles.
Everyday eyeglasses have only impact
resistant lenses. They are not safety glasses.

l PROTECT YOUR EYES AND FACE

SAFETY
Safety Warnings & Instructions

interferences. There should be plenty of
room for handling, and help the operator
stay alert. Keep your work area clean and
well lighted. Cluttered areas invites injuries.
To avoid tripping, do not leave tools, logs,
or other components laying around the
work area. Do not use the log splitter in wet
or damp areas or expose it to rain. Do not
use it in areas where fumes from paint,
solvents or flammable liquids pose a
potential hazard. Never start or run tractor
inside a closed area. The exhaust fumes
from tractor engines are dangerous,
containing carbon monoxide, an odorless
and deadly gas.
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Improper use of extension cords may cause
inefficient operation of the log splitter which
can result in overheating. Be sure the
extension cord is no longer than 10m and its
section is no less than 2.5mm2 to allow
sufficient current flow to the motor. Avoid
use of free and inadequately insulated
connections. Connections must be made with
protected material suitable for outdoor use.

Check that the electric circuit is adequately
protected and that it corresponds with the
power, voltage and frequency of the motor.
Check that there is a ground connection.
Ground the log splitter. Prevent body
contact with grounded surfaces: pipes,
radiators, ranges, and refrigerator
enclosures. Never open the switch / plug
box. Should this be necessary, contact a
qualified electrician. Make sure your fingers
do not touch the plug’s metal prongs when
plugging or unplugging the log splitter.

Do not smoke or have open flames when
operating or refilling the log splitter. Never
operate the log splitter near a flame or spark.
Oil is flammable and can be exploded.

Allow only one person to load and operate
the log splitter. Always keep bystanders,
including visitors, children and pets away
from the work area, especially when the log
splitter is under operations. Only the operator
should stand near the machine and only
within the safe operating area prescribed in
this manual. Never use another people to
help you with freeing jammed log. No one
under the age of 16 should be allowed to
operate the log splitter. Any individual under
the age of 18 should has the necessary
training, skills to perform the functions
properly and safely and should always be
under the supervision of adult.

EXTENSION CORDS

AVOID ELECTRICAL SHOCK

PREVENT FIRES

KEEP BYSTANDERS AWAY

l

l

l

l

Do not straddle or reach across the splitting
area when operating the log splitter. Never
pile logs to be split in a manner that will cause
you to reach across the log splitter. Only use
your hands to operate the control levers.
Never use your foot, knee, a rope, or any
other extension device. Never stand near the
PTO driveshaft while it is in operation. Always
pay full attention to the movement of the
wedge ram. Never attempt to load your log
splitter while the ram is in motion. Keep hands
out of the way of all moving parts. Never try
to split two logs on top of each other. One
of them may fly up and hit you.

Keep your hands away from splits and cracks
which open in the log. They may close
suddenly and crush or amputate your hands.
Do not remove jammed logs with your hands.

It will do a better and safer job at its design
rate. Don’t use log splitter for a purpose for
which it was not intended. Do not alter the
equipment, or use the equipment in such a
way as to circumvent its design capabilities
and capacities. Never try to split logs larger

AVOID INJURY FROM UNEXPECTED ACCIDENT

PROTECT YOUR HANDS

DON’T FORCE TOOL

Keep proper footing and balance at all times.
Never stand on log splitter. Serious injury
could occur if the tool is tipped or if the
cutting tools is unintentionally contacted.
Do not store anything above or near the
logsplitter where anyone might stand on
the tool to reach them.

DON’T OVERREACHl

l

l

l

Never attempt to split logs containing nails,
wire or debris. Always make sure that both
ends of the log you are splitting are cut as
square as possible. This will prevent the log
from sliding out of position while under
pressure. Branches must be cut of flush with
the trunk.

INSPECT YOUR LOGl
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Control levers and power switch must be
kept clean, dry and free from oil and grease
at all times.

PROTECT THE ENVIRONMENT

Take used oil to an authorized collection
point or follow the stipulations in the country
where the log splitter is used. Do not
discharge into drains, soil or water.Whenever leave the operating position, always

unplug and/or disengage PTO, shut down
the tractor engine, remove the key, wait for
all moving parts to come to a completely
stop, disconnect the PTO driveshaft.

DISCONNECT POWER

MAKE THE WORKSHOP CHILDPROOF

Lock the shop. Store the log splitter away from
children and others not qualified to use it.

l

l

l

DEAL WITH ACCIDENT

Always have a fire extinguisher and a first-
aid kit available for use should the need
arise. In emergency always know the location
of the nearest phone or keep a phone on
the job site. Also know the phone numbers
of the nearest ambulance, doctor and fire
department. This information will be
invaluable in the case of an emergency.

l

than those indicated in the specifications
table. Do not run the log splitter at a PTO
shaft speed of more than 540 rpm
maximum. Higher PTO shaft speed will
damage the log splitter and may cause
personal injury.

Before cleaning, repair, inspecting or
adjusting, shut off the machine and make
certain all moving parts have stopped.
Always clean the unit after each use. Keep
the log splitter clean for best and safest
performance. Follow instructions for
lubricating. Inspect all hydraulic seals,
hoses and couplers for leaks prior to use.

MAINTAIN YOUR LOG SPLITTER WITH CAREl
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APPLICATION CONDITIONS

This log splitter is designed for operating under
ambient temperatures between +5oC and
40oC and for installation at altitudes no more
than 1000m above M.S.L. The surrounding
humidity should less than 50% at 40oC. It can
be stored or transported under ambient
temperatures between -25oC and 55oC.

ELECTRICAL REQUIREMENTS

With 3 phase 400 Volt / 50Hz motor, the
log splitter should be connected to standard
400V+10% / 50Hz+1%Hz.

Specifications

Motor (400V 3N~ 50Hz)

Maximum Force

Hydraulic Pressure

Hydraulic Oil Capacity

Ram Travel

Forward Speed

Retract Speed

Overall
Sizes

Length

Width

Height

Weight

S6 40% IP54

13 t

251 cm

4500W

25.4 Mpa

18 L

94.5 cm

2.9 m/min

4.3 m/min

264.5 kg

18 t

5100W

315 kg

25 t

5500W

379 kg

24.9 Mpa 21.7 Mpa

24 L 30 L

94.5 cm 94.5 cm

2.9 m/min

4.7 m/min

2.8 m/min

3.9 m/min

252 cm 252 cm

112 cm 114 cm 114 cm

110 cm 154 cm 154 cm

Model Number 65672 65682 65692

S6 40% IP54 S6 40% IP54

The mains connection and extension cable
must have 5 wires = 3P + N + PE (3/N/PE).
The mains connection must have maximum
8 A fuse. Electrical connection rubber cables
must comply with EN60245 which are
always marked with symbol H 07 RN. Cables
should be identified, as it is a legal
requirement.

Electrical supply which has protection
devices of under-voltage, over-voltage, over-
current as well as a residual current device
(RCD) which maximum residual current
rated at 0.03A.

Log Size
Capacity

Dia.

Length

30 cm

110 cm

35 cm

110 cm

40 cm

110 cm

Vibration 2.5 m/s2

75db(A) 75db(A) 75db(A)Noise Pressure Level (LpA)

16 t

5100W

297 kg

27.7 Mpa

24 L

94.5 cm

3.1 m/min

4.8 m/min

252 cm

114 cm

154 cm

65677

32 cm

110 cm

75db(A)

S6 40% IP54

20 t

5400W

355 kg

22.7 Mpa

30 L

94.5 cm

3.0 m/min

4.3 m/min

252 cm

114 cm

154 cm

65687

S6 40% IP54

38 cm

110 cm

75db(A)

2.5 m/s2 2.5 m/s2 2.5 m/s2 2.5 m/s2



65677, 65682, 65687, 65692

65672
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CONTENTS SUPPLIED

1.  Log Splitter Frame & Power Station
2. Guard Arm
3. Log Lift
4. Retaining Hook
5. PTO cover
6. Hookup Pin
7. Operator’s Manual
8. Hardware Bag, including

1

2

3

4
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1.  Log Splitter Frame & Power Station
2. Guard Arm
3. PTO Cover
4. Hookup Pin
5. Operator’s Manual
6. Hardware Bag, including

1

2

3

4
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1 FM16    100

C2

1 DM10    40

3 EM10    35

2M22 A

M10 B2

5 7

C2

1 EM10    40

2M22 A

M10 B2

1 DM10    40
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ASSEMBLY

C

Keeping the support stand against the
wedge, lower both control handles to
expand wedge ram. Insert the L pins to
secure the cylinde to the splitter. Lock
the L pins into the spring tabs.

3.

Attach the PTO cover to the splitter with
two M10 nuts.

2.

B2M10

2M22 A

Secure the hookup pins to hitch bracket.1.

2

1

3

2

4
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Align the hole and locking pin of the guard
arm with the mount bracket. Secure the
guard arm with a M10X40 hex bolts, two
washers and a nut from the hardware bag.

5.

Position the retaining hook onto the frame
and secure with three M10X35 hex bolts
and nuts.

3 EM10    35

1 FM16    100

Position the log lift inside the mounting
bracket and align with mounting bracket
holes. Secure with a M16X100 hex bolt
and nut. Hook the lift chain to wedge slide
guide.

1 DM10    40

Release both control handles to retract
the wedge ram. Remove the support stand.

4.

1 EM10    40

Repeat above procedure for the other side.

65672

65677
65682
65687
65692
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INSTALLING PTO
DRIVESHAFT

The log splitter can be driven by
a PTO driveshaft (not provided
with the log splitter) that transmits
torque from tractor during normal
operation. The PTO driveshaft
represents exterme danger. Ready
and understand all of the safety
and operating instructions manual
that came with the PTO driveshaft.

Back the rear of the tractor toward the
log splitter. Position the lower draft arms
close enough to the splitter’s hookup pins.
Apply the tractor parking brake and turn
the engine off.

Block the rear wheels on both sides in
front and back with wedges or other
appropriate objects.

Slide the lower draft arms onto the splitter
hookup pins and secure with locking pins.

Position the upper draft arm inside the
mounting bracket and align with the
mounting bracket holes. Insert the hitch
pin to secure the upper draft arm in place.

1.

2.

3.

4.

The PTO shaft end from the
gearbox has a diameter of 1-3/8"
(34.8mm) and a 6-spine fitting
(standard category 1 PTO).

Slide the PTO driveshaft over the PTO
shaft ends on the gearbox and tractor
respectively. Press inward on the spring
pins that are located on both ends of the
PTO driveshaft. Continue sliding the
driveshaft over the PTO shaft ends until
the spring pins pop out and lock into the
detents in the PTO shaft ends.

5.

Keep splitter PTO shaft end (1)
and tractor PTO shaft end (2)
parallel as viewed from above and
from the sides of the shafts.
Maintain PTO shaft joint angles
(   ) as small as possible.

Secure the PTO shaft safety chains to
stationary parts of the log splitter and
tractor to stop the guard from turning.

6.
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TRANSPORTATION
3-point attachment to tractor allows the log
splitter to be moved easily.

Allow for added length in driving
situations, e.g., when turning,
parking, and crossing intersections.

Before transporting, be certain
the log splitter is correctly and
securely attached to the tractor
and the safe chains of the PTO
are in place.

Make sure the log splitter is
raised high enough to clear all
obstacles during transportation.

Never transport the log splitter
with the PTO engaged.

Bleed the air out of the hydraulic system
before starting the log splitter. The cover
of the hydraulic oil tank should be loosened
by some rotations until air can go in and
out of the oil tank smoothly.

Air flow thru the oil tank filler should be
detectable during the operations.

Before moving the log splitter, make sure
the cover of the oil tank is tightened to avoid
oil leaking from this point.

Failed to loosen the oil tank cover
will keep the sealed air in hydraulic
system being compressed after
being decompressed. Such
continuous air compression and
decompression will blow out the seals
of the hydraulic system and cause
permant damage to the log splitter.

DISCONNECTING
PTO DRIVESHAFT
Reduce tractor throttle to IDLE before
disengaging PTO. Apply the parking brake
and turn off the engine.

Pull up the locking pins and slide the lower
draft arms of the tractor off from the
splitter hookup pins.

Pull up the hitch pin and slide the upper
draft arm off from the mounting bracket.

Release the spring pins located on both
ends of  the driveshaft. Slide the PTO
driveshaft off from the PTO shaft ends
on the gearbox and tractor respectively.

1.

2.

3.

4.

SPLITTER OPERATION
Plan your work site. Work safely and save effort
by planning your work before hand. Have your
logs positioned where they can be easily reached.
Have a site located to stack the split wood or
load it onto a nearby truck or other carrier.
Position the log splitter on solid level ground.

Apply a thin coat of grease to the surfaces
of the ram before operation will lengthen
the durability of the ram.

Turn the motor switch to the ON position to
start the log splitter. To stop the machine,
just turn the motor switch to the OFF position.
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Danger of log splitter tipping due
to torque resulting during
operating, causing serious
injuries and damage. Log splitter
must be secured by using 3-point
attachment to tractor. Tractor
hydraulics makes the log splitter
secure against tipping over
during operation, and yet allows
it to be moved easily.

Always ensure parking brake is
engaged on tractor and the rear
wheels are blocked with wheel
chocks both sides in front and
back.

Operate the spring-loaded retract control
lever to lift wedge above the height of log
to be split.

The PTO of the tractor can power a
separate hydraulic pump on the log splitter
to perform the function of splitting logs.
Set tractor throttle at IDLE before engaging
PTO with log splitter attached. Increase
tractor throttle to RUN RPM’s required to
obtain 540 rpm PTO speed before splitting.
Reduce tractor throttle to IDLE before
disengaging PTO.

Make sure the direction of motor rotation.
Turn the motor on, the wedge ram should
rise to the highest position automatically.
If the wedge ram is already at the highest
position when the motor starts, grip both
control levers and lower them, the wedge
ram should start to move downward.

In case, no ram motion detected after the
motor starts, power off the motor
immediately to change motor polarity by
turning the pole switching device inside the
plug with a screwdriver.

Never allow motor running at
counter direction. This will
damage the pump and will void
the warranty.

400V 3N
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The hydraulic system is a closed system
with oil tank, oil pump and control valve.
Low oil levels can damage the oil pump.

Check oil level regularly with dipstick. The
oil should be completely changed once a
year.

Following hydraulic oils or equivalent are
recommend for the log splitter’s hydraulic
transmission system:

SHELL Tellus 22
MOBIL DTE 11
ARAL Vitam GF 22
BP Energol HLP-HM 22

REPLACING OIL

Do not attempt to split green
logs. Dry, seasoned logs split
much more easily, and will not
jam as frequently as green wood.

Place the log onto the support table
vertically, sitting flat on the support table
and push it against the hangnail to secure
it. Be sure the wedge and support table will
contact the log squarely on the ends. Never
attempt to split a log at an angle. Lower the
wedge until the log is splitted open.

Stack as you work. This will provide a safer
work area, by keeping it uncluttered, and
avoid the danger of tripping, or damaging
the power cord.

Accumulated split wood and wood
chips can create a hazardous work
environment. Never continue to
work in a cluttered work area which
may cause you to slip, trip or fall.

To disenage the retract control level by
removing the loading spring will allow the
wedge ram to retract automatically after
both control handles are released.

Break log in the direction of its
growing grain. Do not place log
across the log splitter for splitting.
It may be dangerous and may
seriously damage the machine.

Do not remove jammed logs with
your hands. Never use another
people to help you with freeing
jammed log.

FREE A JAMMED LOG
Do not remove jammed logs with your
hands. If jammed, stop the motor or tractor,
and loosen the log by a downward stroke
on the log with a hammer.



Oil filler plug

Oil drain plug

Max.

Min. Oil level
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This log splitter is equipped with reinforced
splitting wedge which blade is specially treated.
After long periods of operation, and when
required, sharpen the wedge using a fine-toothed
file removing any  burrs or flat spots on the edge.

SHARPENING WEDGE

Make sure moving parts stop and the log splitter
is unplugged and PTO driveshaft is disconnected.

Use a drain pan to aid in the removal of all
used oil and particles.

Remove oil drain plug to drain oil from the
hydraulic transmission system. Examine oil for
metal chips as a precaution to future problems.

After oil has been completely drained from
the machine, reinstall drain plug.

Add the hydraulic transmission system with
recommended oil through filler plug opening.

GEARBOX
LUBRICATION

Filling Hole

Inspection Hole

Oil Drain Plug

The gearbox is pre-serviced using SAE90
gear oil. Drain the gear oil after first 25 hours
of use and refill with fresh oil as specified.
Then change after every 250 hours of use
or every six months, whichever is earlier.

After each oil change check that the correct
amount of oil has been poured into the gearbox.

Check oil every 8 hours: Oil level is correct
if the lower edge of the inspection hole is
nearly covered with oil.

Read dipstick to determine the
maximum and  minimum of  the
oil level. Low oil can damage the
oil pump. Overfilling  can result
in excessive temperature in the
hydraulic transmission system.

Apply sealant to filler plug and reinstall it.

Following an oil change, activate the log
splitter a few times without actually splitting.



ATTENTION: ALL REPAIR WORK MUST BE DONE BY A SPECIALIST FOR
THIS PRODUCT.

TROUBLE SHOOTING

WIRING DIAGRAM PLUMBING DIAGRAM
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PROBLEM PROBABLE CAUSE REMEDY SUGGESTED

Log Splitter does not
work while motor
running

Valve is not opened owing to the
connection parts loosening

Check and tighten the parts

Log Splitter works with
abnormal vibration
and noise

Control Levers or connection parts bent Repair the bent parts

Lower hydraulic oil level Check and refill hydraulic oil

Lower hydraulic oil level Check and refill hydraulic oil

Switch is OFF ON the switchMotor does not start

Incorrect motor
rotation direction

Incorrect connection

Change pole switching device
in the plug with a screw driver

Reverse polarity by electrician
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Description

Upper High Pressure Hose

Seal Kit 22

Lower High Pressure Hose

Hose Link

Upper Guard

Lock Plate

Pin

Bolt M8X25

Cylinder

Bolt M10X35

Washer 10

Sleeve 2

Screw

Lock Shaft

Grip

Sleeve

Arm Left

Cylinder Pin

Spring Gasket 12

Bolt M10X25

Flange Nut M12

Plate Right

Plate Middle

Lock Stop

Plate Left

Clamp Plate

Wedge Weldment

Pin 12X70

Screw M12X70

Inlet Hose 2

Angle Fitting

Guard Bracket Left

Locknut M10

Flange

Guard Bracket Right

Big Washer 10

Pin

Hex Nut M10

Spline Shaft Guard

Valve Fitting

Pin 6X45

Ring

Coupler Ring

Coupler 2

Cone Frame

Spline

Motor

Cap

Hose Fitting

Washer 20

Control Valve

Coupler 1

Clamp Hose2 D12

Half Union

Bolt M8X65

Flange Nut M8

Oil Return Hose D20

Hose Clamp

Spring Pin 3X16

Lock Plate

No.

1
2
3
4
5
6
7
8
9
10

11
12
13
14
15
16
17
18
19
20

21
22
23
24
25
26
27
28
29
30

31
32
33
34
35
36
37
38
39
40

41
42
43
44
45
46
47
48
49
50

51
52
53
54
55
56
57
58
59
60

Q’ty

1

9

1

2

1

1

2

8

1

2

2

2

2

1

2

2

1

2

2

4

12

1

4

1

1

2

1

1

8

1

1

1

6

1

1

4

2

10

1

2

1

1

1

1

1

1

1

1

1

5

1

1

1

1

2

8

1

6

2

2
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Description

Fitting Plate

Adjustable Plate

Bolt M12X45

Bolt M10X40

Bolt M10X35

Binder Plate

Regulating Sleeve

Draw Bar

Arm Right

Screw M8X25

Nut M8

Spring

Switch

Knob

T-cock

Bolt M10X40

Screw M4X60

Spring Pin

Pin

Nut M22X1.5

Pin 6X35

Plug M22X1.5

Splitting Tube Weldment

Wire Clip

Washer 24

Wheel 10"

Angle Fitting2-M22X1.5

High Pressure T-cock

High Pressure Hose1

Hose Fitting

Valve

Pump 1

Screw M8X15

Bolt M8X30

Pump 2

Spring

Spring Pin

O-ring 75X2.65

Oil Filter

Wheel Axle

Screw M6X14

Inlet Hose 1

Hex Bolt M10X20

Speed Increaser

Screw M8X30

Nut M4

Washer 6

Spring Gasket 6

washer 12

No.

61
62
63
64
65
66
67
68
69
70

71
72
73
74
75
76
77
78
79
80

81
82
83
84
85
86
87
88
89
90

91
92
93
94
95
96
97
98
99
100

101
102
103
104
105
106
107
108
109

Q’ty

2

1

4

2

2

1

1

1

1

4

4

1

1

1

1

2

4

1

1

2

1

1

1

2

4

2

1

1

1

2

2

1

2

4

1

1

2

1

1

1

6

1

2

1

4

4

6

6

2
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Description

Upper High Pressure Hose

Seal Kit 22

Lower High Pressure Hose

Hose Link

Upper Guard

Lock Plate

Pin

Bolt M8X25 (65677, 65682) / Bolt M8X35 (65687, 65692)

Cylinder

Bolt M10X25

Washer 10

Sleeve 2

Screw

Lock Shaft

Grip

Sleeve

Arm Left

Cylinder Pin

Spring Gasket 12

Bolt M10X25

Flange Nut M12

Plate Right

Plate Middle

Lock Stop

Plate Left

Clamp Plate

Wedge Weldment

Pin 12X70

Screw M12X70

Latch

Grip

Guard Bracket Left

Locknut M10

Locknut M12

Lock Spring

Hoist Guard

Bolt M10X35

Nut M14

Screw M6X10

Screw

Pin

Lock Plate

Reset Spring

Washer 14

Big Washer 12

Bolt M16X100

Nut M16

Cap

Hose Fitting

Washer 20

Control Valve

Screw M8X15

Clamp Hose2 D12

Half Union

Bolt M8X65

Flange Nut M8

Oil Return Hose

Hose Clamp

Spring Pin 3X16

Lock Plate

No.

1
2
3
4
5
6
7
8
9
10

11
12
13
14
15
16
17
18
19
20

21
22
23
24
25
26
27
28
29
30

31
32
33
34
35
36
37
38
39
40

41
42
43
44
45
46
47
48
49
50

51
52
53
54
55
56
57
58
59
60

Q’ty

1

9

1

2

1

1

2

6

1

2

2

2

2

1

2

2

1

2

2

4

12

1

4

1

1

2

1

1

8

1

1

1

5

1

1

1

5

1

1

1

2

1

1

1

1

1

1

1

1

5

1

2

1

1

2

8

1

6

2

2
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Description

Fitting Plate

Adjustable Plate

Bolt M12X45

Spring Gasket 10

Flange Nut M10

Binder Plate

Regulating Sleeve

Draw Bar

Arm Right

Screw M8X25

Nut M8

Spring

Switch

Knob

Chain

Bolt M10X40

Screw M4X60

Spring Pin

Pin

Nut M22X1.5

Pin 6X35

Plug M22X1.5

Splitting Frame Weldment

Wire Clip

Washer 24

Wheel

Angle Fitting2-M22X1.5

High Pressure T-cock

High Pressure Hose1

Hose Fitting

Valve

Pump 1

Flange

Screw M8X30

Pump2

Buffer Spring

Spring Pin

O-ring 75X2.65

Oil Filter

Wheel Axle

Screw M6X14

Inlet Hose1

Hex Bolt M10X20

Speed Increaser

Screw M8X30

Coupler 1

Inlet Hose 2

Angle Fitting

T-cock

Screw M10X40

Coupler 2

Spline Shaft Guard

Spline

Motor

Ring

Cone Frame

Valve Fitting

Coupler Ring

Pin 6X45

Nut M4

No.

61
62
63
64
65
66
67
68
69
70

71
72
73
74
75
76
77
78
79
80

81
82
83
84
85
86
87
88
89
90

91
92
93
94
95
96
97
98
99
100

101
102
103
104
105
106
107
108
109
110

111
112
113
114
115
116
117
118
119
120

Q’ty

2

1

4

2

13

1

1

1

1

4

4

1

1

1

1

1

4

1

1

2

1

1

1

6

4

2

1

1

1

2

2

1

1

4

1

1

2

1

1

1

6

1

2

1

4

1

1

1

1

2

1

1

1

1

1

1

1

1

1

4



Machine description:
Log Splitter

Machine Model:
65672, 65677, 65682, 65687, 65692

Relevant EC directives:
EC machine directive 2006/42/EV,
EC-EMC directive 2004/108/EC,

Applied harmonized European Standards:
EN 60204-1: 2006+A1: 2009,
EN 609-1: 1999+A2: 2009,
EN 61000-3-2: 2006+A1+A2,
EN 61000-3-11: 2000,
EN 55014-1: 2006+A1,
EN 55014-2: 1997+A1+A2,

EC-DECLARATION
OF CONFORMITY

20

Description

Washer 6

Spring Gasket 6

Washer 12

No.

121
122
123

Q’ty

6

6

2



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


