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“Caution - Read the operating instructions to reduce the risk of inquiry”

Wear ear-muffs.
The impact of noise can cause damage to hearing.

Wear a breathing mask.

Dust which is injurious to health can be generated when working on wood and other materials.

Never use the device to work on any materials containing asbestos!

Wear safety goggles.
Sparks generated during working or splinters, chips and dust emitted by the device can cause
loss of sight.

Important:
Risk of injury! Never reach into the running saw blade.
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A\ Important!

When using the equipment, a few safety precautions
must be observed to avoid injuries and damage.
Please read the complete operating instructions and
safety regulations with due care. Keep this manual in
a safe place, so that the information is available at all
times. If you give the equipment to any other person,
hand over these operating instructions and safety
regulations as well. We cannot accept any liability for
damage or accidents which arise due to a failure to
follow these instructions and the safety instructions.

—

. Tool description (Fig. 1)

Gasoline Engine
Fixed saw blade cover
Moving saw blade cover
Saw blade

Frame

Feed cradle

Hand Pull Start

Handle

Chassis

10 Transport lock / support foot
11 Locking bolt
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2. ltems supplied

Firewood drag saw
CV saw blade
Tool to change the saw blade

3. Proper use

The firewood drag saw is designed for cross-cutting
firewood within the specified dimensions (see
technical data) in a feed cradle that pivots towards
the saw blade. This tool is only designed for outdoors
use and for operation by one person. Other persons
must remain a safe distance away from the tool
whilst it is operating.

The machine is to be used only for its prescribed
purpose.

Any other use is deemed to be a case of misuse.
The user/operator and not the manufacturer will be
held liable for damage and/or injuries of any kind that
result from such misuse. The machine is to be
operated only with suitable saw blades (saw blades
made of HM or CV) It is prohibited to use any type of
HSS saw blade and cutting-off wheel. To use the
machine properly you must also observe the safety
regulations, the assembly instructions and the
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operating instructions to be found in this manual.

All persons who use and service the machine have
to be acquainted with this manual and must be
informed about the machine’s potential hazards.

It is also imperative to observe the accident
prevention regulations in force in your area.

The same applies for the general rules of
occupational health and safety.

The manufacturer shall not be liable for any changes
made to the machine nor for any damage resulting
from such changes.

Even when the machine is used as prescribed it is
still impossible to eliminate certain residual risk
factors. The following hazards may arise in
connection with the machine’s construction and

design:

@ Contact with the saw blade in the uncovered
saw zone.

® Reaching into the running saw blade (cut
injuries).

® Kick-back of workpieces and parts of work-
pieces.

® Saw blade fracturing.

@ Catapulting of faulty carbide tips from the saw
blade.

® Damage to hearing if ear-muffs are not used as
necessary.

The machine is to be used only for its prescribed
purpose. Any other use is deemed to be a case of
misuse. The user / operator and not the
manufacturer will be liable for any damage or injuries
of any kind caused as a result of this.

Please note that our equipment has not been
designed for use in commercial, trade or industrial
applications. Our warranty will be voided if the
machine is used in commercial, trade or industrial
businesses or for equivalent purposes.

4. Important information

Please read the directions for use carefully and
observe the information provided. It is important to
consult these instructions in order to acquaint
yourself with the machine, its proper use and safety
precautions.



Safety information

. Warning: When using the tool it is imperative to take
the following basic safety precautions in order to
reduce the risk of injury and fire.

. Take due note of all this information before and
while working with the saw.

. Do not lose these safety regulations.

. When equipment is not being used it should be kept
in a dry, closed place out of children’s reach.

. Keep mounted attachments sharp and clean to
enable you to work well and safely.

. Concentrate on what you are doing. Use common
sense when working. Do not operate the tool if your
mind is not on your work.

. Warning! The use of other tools and accessories
may put you at risk of injury.

. Give these safety regulations to all persons who
work on the machine.

. Caution! Hands and fingers may be injured on the
rotating saw blade.

. Do not leave the saw in the rain and never use it in
damp or wet conditions.

. Provide good lighting.

. Do not saw near flammable liquids or gases.

. Wear suitable work clothes! Loose garments or
jewelry may become caught up in the rotating saw
blade.

. Non-slip shoes are recommended when working
outdoors.

. Wear a hair net if you have long hair.

. Avoid abnormal working postures.

. Operators must be at least 16 years of age.

. Keep children away from the machine when it is
connected to the power supply.

. Keep your workplaces clean of wood scrap and any
unnecessary objects.

. An untidy work area invites accidents.

. Do not allow other persons, especially children, to
touch the tool. Keep them out of your work area.

. Persons working on the machine should not be
distracted.

. Note the direction of rotation of the gasoline engine
and saw blade. Use only blades whose permissible
maximum speed is not lower than the maximum
spindle speed of the circular saw and of the
material to be cut.

. After you have shut down the engine, never slow
down the saw blade (4) by applying pressure to its
side.

. Only fit blades (4) which are well sharpened and
have no cracks or deformations.

. Do not use circular saw blades (4) made of high
alloy high-speed steel (HSS).

. Use only blades which are recommended by the
manufacturer and comply with EN 847-1.

Faulty saw blades (4) must be replaced
immediately.

Never use saw blades which do not comply with the
data specified in this manual.

Never dismantle the machine’s safety devices or
render them inoperative.

If the table insert is worn, replace it.

Always stand to the side of the saw blade when
working with the saw.

Never load the machine so much that it cuts out.
Make sure those off-cuts do not catch on the saw
blade crown. Risk of catapulting!

Never remove loose splinters, chips or jammed
pieces of wood when the saw blade is running.

To rectify faults or remove jammed pieces of wood,
always stop the machine first.

If the sawing gap is worn, replace the table insert.
Carry out retooling work, adjustments,
measurements and cleaning jobs only when the
gasoline engine is shutdown.

Before start engine, make sure that all keys and
wrenches have been removed from the tool.

Shut down the engine before you leave the
workplace.

Refit all guards and safety devices immediately
after you have completed any repairs or
maintenance work.

Be sure to observe the safety information and
operating and maintenance instructions issued by
the manufacturer, as well as the dimensions listed
in the Technical Data.

It is imperative to observe the accident prevention
regulations in force in your area as well as all other
generally recognized rules of safety.

Note the information published by your professional
associations (VBG 7j).

Make sure you stand squarely and keep your
balance at all times.

Check the tool for damage.

Each time before re-using the tool, carefully check
that the guards or any slightly damaged parts are
working as intended.

Check that the moving parts are in good working
order, that they do not jam, and that no parts are
damaged. Make sure that all parts are fitted
correctly and that all other operating conditions are
properly fulfilled.

Unless otherwise stated in the operating
instructions, damaged safety devices and parts
must be repaired or replaced by an authorized
service center.

If necessary, wear suitable personal protection
equipment. This could consist of:
Ear plugs to prevent the risk of damaging your
hearing;




- A breathing mask to avoid the risk of inhaling
hazardous dust.
- Always wear gloves when handling saw blades and

rough materials. Whenever practicable, saw blades

must be carried in a container.

. The operator must be informed about the conditions

that influence the generation of noise (for example
saw blades designed to reduce noise emissions,
caring for blades and the machine).

. Faults on the machine or its guards, safety devices

and blade must be reported to the person in charge

as soon as they are discovered.

. Use only the transport devices to move the machine.

Never use the guards for handling and moving the
machine.

. All operators must receive proper training in the use,

adjustment and operation of the machine.

. Do not saw any materials that contain foreign bodie

such as wires, cables or ties.
. Only use sharp saw blades.
Sound and vibration
Sound and vibration values were measured in
accordance with EN 1870-6.

Mode
LpA sound pressure level 100 dB(A)
KpAuncertainty 4dB
LWA sound power level 115 dB(A)
KWAuncertainty 4dB

Wear ear-muffs.

The impact of noise can cause damage to hearing.

Keep the noise emissions and vibrations to a minimum.

_ Only use appliances which are in perfect working
order.

_ Service and clean the appliance regularly.

_ Adapt your working style to suit the appliance.

_ Do not overload the appliance.

_ Have the appliance serviced whenever necessary.

_ Switch the appliance off when it is not in use.

The quoted values are emission values and not

necessarily reliable workplace values. Although the

is a correlation between emission and immission
levels it is impossible to draw any certain
conclusions as to the need for additional

precautions. Factors with a potential influence on th

actual immission level at the workplace include the
duration of impact, the type of room, and other
sources of noise etc., e.g. the number of machines
and other neighboring operations. Reliable
workplace values may also vary from country to

country. With this information the user should at lea:
be able to make a better assessment of the dangers

and risks involved.
5. Technical data
Idle speed n:

1440 rpm

[}

)
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Saw blade: $ 700x30mm
Number of teeth: 64
Max. Cutting capacity (reversing cut): 270 mm

Min. cutting capacity: 25 mm
Max. Material length: 1000 mm
Min. material length: 300 mm
Weight: 83 kg

6. Before starting the machine

. Do not start the machine until you have made
yourself familiar with these operating instructions
and all the safety instructions. If you have no
experience in handling these machines, you
should obtain assistance from an experienced
person.

. Unpack the saw and check it for damage which
may have occurred in transit.

. The machine may only be used outdoors. The
machine must be placed on a horizontal, even
base and be firmly anchored to the ground using
the mounting holes (13) in the machine foot. The
ground around the machine must be clear of
waste, slippery areas and stumbling blocks.

. All covers and safety equipment must be properly
installed and the saw blade must run freely.

. Check that the saw blade is secured, not dirty,
undamaged and sharp. Sharpen or replace blunt
saw blades.

. Check that all the screw connections are tight.

. Check the splitter inserts (18) for signs of wear and
replace them if necessary.

. The feed cradle (6) must be returned to its original
position automatically by the spring (10).

. Check the machine for any foreign bodies that may
be catapulted out of it.

. Important: It is essential that other persons
remain a safe distance from the saw whilst it is
operating.

. Do not attempt to saw more than one piece of
wood or bundles of wood at the same time — this
poses a serious risk of injury. Place bent pieces of
wood in the feed carried so that the side that is
bent outwards faces the saw blade.

. The feed carriage (6) for the wood is fitted with
hooks (19) that prevent the wood from turning.

. Before using the saw you must adjust the transit
lock. To do this, remove the screw (14) and swing
the transit lock (11) to the outside of the saw until
the hole (a) is over the screw thread and then
secure it with the screw (14). The transit lock hook
can now be used as a support foot (Fig. 3), which
prevents the feed carriage pivoting away to the
outside with the wood.

7. Operating
7.1 Sawing (Fig. 5, 7)
. Place the wood in the feed carriage.
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. Take hold of the carriage with both hands on the
handle (8) and move it towards the saw blade (4).

. Pressing the carriage releases the saw blade from
the saw blade cover (3).

. Do not apply so much pressure to the feed carriage
that the motor speed falls.

. After the cut has been completed return the
carriage completely to its initial position.

. Remove the saw wood from the carriage.

. Note: If the wood cannot be sawn completely in a
single cut, turn it over (reversing cut). To do this
return the feed carriage to its initial position, turn
the wood along the cut and saw through it again.

7.2. Changing the saw blade (Fig. 8-14)

Important: Stop the gasoline engine first!

Allow the saw blade to cool before you change it.
Do not use inflammable liquids to clean the saw|
blade.

Always wear gloves when handling saw blades.
Risk of injury!

. Remove the screw (20) from the cover plate (21)
and pull the cover plate downwards.

. Remove the split pin (22) and washer (23) from the
rear end of the guide tube on the return spring

(10) And pull the entire feed carriage (6) downwards
and place it on the floor.

. Place the locking bolt (24) in to the hole (34) away
from the flange (25) in the fixed saw blade cover

(2) And check that the saw blade (4) is locked. The
locking bolt (24) must pass right through the fixed
saw blade cover (2) and be visible on the other
side.

. Undo the flange screw (26) by turning it
counterclockwise.

. Take the flange screw (26) and outer flange (25) off
the saw shaft (27).

. The saw blade (4) can now be taken off the saw
shaft (27). Ensure that you do not lose the groove
spring (28) as you do this.

. Carefully clean the saw blade (4), inner flange

(29), outer flange (25) and flange screw (26) before
re-assembly.

. Fit the new saw blade following the above
instructions in reverse and tighten the flange screw
(26). Important: Do not tighten the flange screws
by tapping the tool (33) and do not use any tool
extensions. Ensure that the groove spring

(28) Is fitted correctly and that the saw blade (4) turns
in the right direction.

. Important: Remove the locking bolt (24) for the
changing the saw blade from the hole (34) in
the fixed saw blade cover (2) and insert the bolt
into the mounting (31) for it in the machine
frame (Fig. 14).

. Pull the feed carriage (6) up again, thread the

return spring guide tube (10) back through the
mounting (30). Then place the washer (23) back
on the guide tube and secure it with the split pin
(22).

. Important: The tool (33) must be removed from
the flange screw. Keep the tool (33) for changing
the saw blade on the hook (32) provided for it on
the machine frame.

7.3. Transport (Fig. 2, 3, 15)

The chassis (9) means that the saw can be

transported by a single person.

Fit the transit lock (11) before transport.

[To do this, remove the screw (14), move the

transport lock (11) towards the inside of the

machine and insert the screw (14) again. (Fig. 2)

8. Maintenance, cleaning, repair

Important! Stop the gasoline engine first.

Remove dirt regularly from the machine. Use a hand
brush or cloths for this purpose. Check the saw
blade for signs of wear at regular intervals. If it is
not used for a lengthy period, apply a thin coating
of oil to the saw blade and return spring (6) and
the bearing (34) for the feed carriage.

Blunt saw blades must be sharpened. Clean
resinifed saw blades.

Check that all screw connections are secure at
regular intervals.

Keep the handles dry and free of resin, oil and
grease at all times. Never use caustic cleaning
products for cleaning purposes.

The saw must be covered with a tarpaulin if it is left

in unprotected areas or in outdoors. It is

particularly important to protect the motor and
switch from water contact.

9. Ordering replacement parts

Please quote the following data when ordering
replacement parts:

. Type of machine

. Article number of the machine

. Identification number of the machine

. Replacement part number of the part required

For our latest prices and information please go to

www.chinagardentool.com

10. Disposal and recycling

The unit is supplied in packaging to prevent its being

damaged in transit. This packaging is raw material

and can therefore be reused or can be returned to
the raw material system.

The unit and its accessories are made of various

types of material, such as metal and plastic.

Defective components must be disposed of as

special waste. Ask your dealer or your local

council.




and can therefore be reused or can be returned to
the raw material system.

The unit and its accessories are made of various types
of material, such as metal and plastic.

Defective components must be disposed of as special
waste. Ask your dealer or your local council.
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